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PRELIMINARY AMENDMENT 



REMARKS 

The above amendment was made to correct an editorial error in the specification 
claims. Entry and consideration of this Amendment are respectfully requested. 

Respectfully submitted, 



SUGHRUE MION, PLLC 
2100 Pennsylvania Avenue, N.W 
Washington, D.C. 20037-3213 
Telephone: (202) 293-7060 
Facsimile: (202) 293-7860 



J. Frank Osha 
Registration No. 24,625 



Date: June 3, 2002 
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PRELIMINARY AMENDMENT 

APPENDIX 

VERSION WITH MARKINGS TO SHOW CHANGES MADE 

IN THE SPECIFICATION : 

The content of 1-butene contained in the above-mentioned ethylene-l-butene 

random copolymer rubber is preferably from 15 to 35% by weight, more preferably from 

17 to 3% 33% by weight. 

IN THE CLAIMS : 
Page 78, 

9. The polypropylene-based resin composition according to ony of Claim 1, wherein 
the polypropylene-based resin composition has a melt flow rate (MFR) measured according 
to JIS-K-6758 of 5 to 150 g/10 minutes. 

10. The polypropylene-based resin composition according to any of Claim 1, 
wherein the polypropylene-based resin composition has a molecular weight distribution Q 
value (Mw/Mn) measured by a gel permeation chromatography method of less than 10. 

11. The polypropylene-based resin composition according to any of Claim 1, 
wherein the polypropylene-based resin composition has a die swell of 1.6 or more. 
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